
REVISIONS
ZONE REV. DESCRIPTION DATE APPROVED

A 02.10.2012

DRAWN

Q.A

DATE

A3 mm 

   Kg

Th
e 

co
nt

en
ts

 o
f t

hi
s d

ov
um

en
t a

re
 p

ro
pe

rt
y 

of
 C

A
N

O
VA

TE
an

d 
so

ul
d 

no
t b

e 
co

pi
ed

, r
ep

ro
du

ce
d 

or
 d

is
cl

os
ed

 to
 a

 th
ird

pa
rt

y 
w

ith
ou

t w
rit

te
n 

co
ns

en
t o

f t
he

 p
ro

pr
ie

to
r

Al
em

da
ğ 

Ca
d.

 N
o:

16
9 

81
25

7 
Ü

m
ra

ni
ye

-İS
TA

N
BU

L
w

w
w

.c
an

ov
at

e.
co

m

EL
EK

TR
O

N
İK

 E
N

D
Ü

ST
Rİ

 T
İC

AR
ET

 A
.Ş

.
Bu

 d
ök

üm
an

ın
 iç

er
iğ

i C
AN

O
VA

TE
'in

 m
ül

ki
ye

tin
de

 o
lu

p,
ya

zı
lı 

iz
in

 a
lın

m
ad

an
 k

op
ya

 e
di

le
m

ez
, a

yn
ı b

iç
im

de
ol

uş
tu

ru
la

m
az

 v
e 

üç
ün

cü
 şa

hı
sl

ar
a 

aç
ık

la
na

m
az

.

  m²

±1.2±0.8
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>30-120

±0.3
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±1.2±0.8
>315-1000 >1000-2000

±0.5
>120-315

Order Information

Soho Cabinet
Technical Details

Material 0,8 mm steel

Color RAL 7035 or  RAL 9005

Maximum Static 
Load Up to 80 kg.

Finish Electrostatic Powder Paint

• Steel Frame
• Glass door with cylindrical lock
• 1 pair of 19” mounting rails
• Low cost alternative
•
• Solid, lightweight and ergonomic
• The glass door is concealed inside the cabinet and to

minimize the risk of impact from the edges.
• 
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Depth 
Range (c)

X Y Weight
(kg) Part No Back Cover

Part No

4U 545 400 222 488 370 190 55-325 457 147 6 WC1S-X-04J4A WSZ-X-04JY0-0901

4U 545 600 222 488 570 190 55-535 457 147 7 WC1S-X-04J6A WSZ-X-04JY0-0901

4U 600 400 222 541 370 190 55-325 510 147 7 WC1S-X-0464A WSZ-X-046Y0-0901

4U 600 600 222 541 570 190 55-535 510 147 9 WC1S-X-0466A WSZ-X-046Y0-0901

6U 545 400 311 488 370 280 55-325 457 236 8 WC1S-X-06J4A WSZ-X-06JY0-0901

6U 545 600 311 488 570 280 55-535 457 236 9 WC1S-X-06J6A WSZ-X-06JY0-0901

6U 600 400 311 541 370 280 55-325 510 236 8 WC1S-X-0664A WSZ-X-066Y0-0901

6U 600 600 311 541 570 280 55-535 510 236 10 WC1S-X-0666A WSZ-X-066Y0-0901

7U 545 400 355 488 370 324 55-325 457 280 9 WC1S-X-07J4A WSZ-X-07JY0-0901

7U 545 600 355 488 570 324 55-535 457 280 10 WC1S-X-07J6A WSZ-X-07JY0-0901

7U 600 400 355 541 370 324 55-325 510 280 9 WC1S-X-0764A WSZ-X-076Y0-0901

7U 600 600 355 541 570 324 55-535 510 280 11 WC1S-X-0766A WSZ-X-076Y0-0901

9U 545 400 444 488 370 414 55-325 457 369 10 WC1S-X-09J4A WSZ-X-09JY0-0901

9U 545 600 444 488 570 414 55-535 457 369 11 WC1S-X-09J6A WSZ-X-09JY0-0901

9U 600 400 444 541 370 414 55-325 510 369 12 WC1S-X-0964A WSZ-X-096Y0-0901

9U 600 600 444 541 570 414 55-535 510 369 13 WC1S-X-0966A WSZ-X-096Y0-0901

12U 545 400 577 488 370 547 55-325 457 503 11 WC1S-X-12J4A WSZ-X-12JY0-0901

12U 545 600 577 488 570 547 55-535 457 503 12 WC1S-X-12J6A WSZ-X-12JY0-0901

12U 600 400 577 541 370 547 55-325 510 503 13 WC1S-X-1264A WSZ-X-126Y0-0901

12U 600 600 577 541 570 547 55-535 510 503 15 WC1S-X-1266A WSZ-X-126Y0-0901

15U 545 400 711 488 370 680 55-325 457 636 13 WC1S-X-15J4A WSZ-X-15JY0-0901

15U 545 600 711 488 570 680 55-535 457 636 15 WC1S-X-15J6A WSZ-X-15JY0-0901

15U 600 400 711 541 370 680 55-325 510 636 16 WC1S-X-1564A WSZ-X-156Y0-0901

15U 600 600 711 541 570 680 55-535 510 636 17 WC1S-X-1566A WSZ-X-156Y0-0901

(Color Code): 7:RAL 7035 Light Grey, 9:RAL 9005 Black


